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1. ALL FILL MATERIAL IS TO BE IN PLACE, AND COMPACTED BEFORE
u INSTALLATION OF PROPOSED UTILITIES.
2. CONTRACTOR SHALL NOTIFY THE UTILITY AUTHORITIES INSPECTORS 72
s HOURS BEFORE CONNECTING TO ANY EXISTING LINE.
3. LINES UNDERGROUND SHALL BE INSTALLED, INSPECTED AND APPROVED
BEFORE BACKFILLING.
4, DRAWINGS DO NOT PURPORT TO SHOW ALL EXISTING UTILITIES.
EXISTING UTILITIES SHALL BE VERIFIED IN FIELD PRIOR TO
E INSTALLATION OF ANY NEW LINES.
6. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION
AND /OR ELEVATION OF EXISTING UTILITES AS SHOWN ON THESE
PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES,
AND WRHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE
INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE.
THE CONTRACTOR SHALL CONTACT DIG SAFE @ 1—800-962-7962
AT LEAST 72 HOURS PRIOR TO BEGINNING CONSTRUCTION
TO REQUEST EXACT FIELD LOCATION OF UTILITIES. IT SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING
UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN
7. CONTRACTOR SHALL COORDINATE WITH ALL UTILITY COMPANIES FOR
INSTALLATION REQUIREMENTS AND SPECIFICATIONS.
T 8. CONTRACTOR SHALL COMPLY WITH THE LATEST OSHA STANDARDS OR
DIRECTIVES OR ANY OTHER AGENCY HAVING JURISDICTION FOR
) EXCAVATION AND TRENCHING PROCEDURES. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR THE DESIGN AND MAINTENANCE OF ALL SUPPORT
\ SYSTEMS, SLOPING, BENCHING, AND OTHER MEANS OF PROTECTION.
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